








http://www.baidu.com/link?url=Ndm6Kra2i0VLl2W6Caq84cWR7MAZ3DfBEozRbTiU6XZ6tLeBY9j3RMug5w1oOkLdGL8bp5cKDOhJwSAmaAs2sq0yyIXFhjVGPHz5GThkuGgrWx7lP3bFMGqVmvZPvLwc



















	SHENZHEN ORIENT COMPONENTS CO ., LTD
	1.Features
	2.Description
	3.Application Range
	ï¿½ï¿½�4�.�A�b�s�o�l�u�t�e� �M�a�x�i�m�u�m� �R�a�t�i�n�g�s� �(�T�a�=�2�5!�ï¿½��u�n�l�e�s�s� �o�t�h�e�r�w�i�s�e� 
	5.Electrical Optical Characteristics at Ta=25ï¿½C
	6.Order Information
	Part Number
	Note

	7.Naming Rule
	8.Package Dimension
	9.Recommended pad layout for surface mount leadform
	10.Taping Dimensions
	(1).OR-AQV258HP5S-TA
	(2).OR-AQV258HP5S-TA1
	11.Package Dimension
	12.Temperature Profile Of Soldering
	(3) .Wave soldering (JEDEC22A111 compliant)
	(3).Hand soldering by soldering iron
	13.Typical Electro-Optical Characteristics Curves


